^ 



w 



* 



[BLANK PAGE] 




CCA 



(NTERNATIOMAL 



I 



(BLANK PAGE] 




CCA 



lii f f miAf lO>tA L 



1^ 






-y 



\ 



[BLANK PAGE] 




CCA 



INTERNATIONAL. 



t 



o 



■ 

! 

i 



FOURTH EDITION 



CATALOGUE "D" 



ILLUSTRATING 



One, Three and Five-Light 
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Combination Railway and Lighting Poles 

Lighting Fixtures arranged for Mazda 

Lamps or Brackets for Supporting 

Ornamental Luminous Arc Lamps 



Special Columns for Supporting 
Ornamental Luminous Arc Lamps 
Railway Poles with Ornamental 
Crooks for Supporting Arc Lamps 
Ornamental Brackets for Mazda 
Lamps. Mast Arms. 
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Electric Rail\vay Equipment Co 

Designers and Manufacturers 



General Office and Factory, Cincinnati, Ohio 



New York Office, 30 Church Street 



Pole Shops, W, Wheeling, Ohio 
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ELECTRIC RAILWAY 



CINCINNATI. 







Design 10118 



WIRC 



EQUIPMENT COMPANY 



OHIO-U- S -A 






SPAN 






Design 10104 
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] Design 10128 



Design 10036 
Four Arm 



Design 10025 




Ornamental lamp standards and combination raihvay and light poles. 
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Design 10006 

Height to bottom of g-lobe. 12', 
Diameter of globe, 16" ; fitter. H". 



Cclumn, -iK" and 4" pipe. 



Code Word — Bluefan, 

Diameter of base, 19". 
Base, cast iion. 
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Design 10045 
Height to bottom of top g!obe. 12'. 
Diameter of top globe, 16" : fitter, 8 
Base, cast iron. 



1/ 



Code Word — Bluepat 
Diameter of lower globes, V2" ; fitters, 6 
Diameter of base. 19". 
Column, -iVi" and 4" pipe. 
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Design 10000 

Height to bottom of top globe. 12'. 
Diameter of top globe, 16" ; fitter, S" 
Base, cast iron. 



Code Word — Blueax. 

Diameter of lower globes, 12" ; fitters, 6". 
Diameter of base, VJ". 
Colnmn. 4'^" and 4" pipe. 
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Design 10161 Code Word — Bluetifi 

Height to bottom of top globe. 12'. ^, Diameter of lower globes, i:J" ; fitters, 6". 

Diameterof top globe, 10"; filter. 8". Coliiiiin. 4" standard weigbt pipe. 

Base can be furnished with outside flange or :iO" ground extension. 
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Design 10133 Code Word — Bluexum 

Height to bottom of top globe, 12'. Diameter of globe, 16"; fitter. 8 

Base can be furnished with outside flange or ;J0" ground extension. 
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Design 10137 Code Word — Bluewod 

Height to bottom of top globe. i:>' 6". Diameter of side globes, 12" ; fitters, 6 

Diameter of top globe, Itt" ; fitter, s". 

Base can be furnished with outside flange or 30" ground extension. 
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Design 10131 Code Word — Ria-emit 

Height to bottom of top globe, 12' 6". Diameter of side globes, 12" ; fitters, 6". 

Diameter of top globe, IG" ; fitttr, S". 

Base can be furnished with outside flange or 30" ground extension. 
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Design 10074 
Heisln to bottom of globe, 12'. 



Code Word — Bluewad 
Diameter of base, 19". 



Diameter of globe, lO' ; fitter, 8 . 
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Design 10037 
Height 10 bol torn of top globe, 12' 
Diameter of top globe, IG"; fitter. S". 



■It 



Code Word — Rluemir 

Diameter of lower globes, 12"; fitters, 6", 
Diameter of base. 19". 



12 



':ji9 



Ml 



[HfSV^ 



-^^^:- 




ELECTRIC RAILWAY 



CINCINNATI. 




EQUIPMENTCOMPANV 



OHIO-U-S A 





* ' 



Design 10012 

Height to bottom of top globe, 12'. 
Diameter of top globe, lU" ; fitter, s". 



Code Word — Bluegem 

Diameter of lower globes, ^2" \ fitters, 6". 
Diameter of base, V.>". 
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Design 10039 Code Word — Bluemur 

Showing post equipped with Holopliane Reflector. 
Height to bottom of globe. U'. Diameter of base. 19". 
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Design 10040 Code Word — Bluenat 

Sho-wing post equipped with Holophane Reflectors. 
Height to bottom of center globe, 14'. Diameter of base, 19". 
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Design 10038 

Heigin to bottom of top globe. 12'. 
Diameter of top globe, 16" ; fitter, 8" 



Code Word — Blueaiot 

Diameter of side globes, 12"; fitters, 6". 
Base, 17" square. 
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Design 10019 

Height to bottom of top globe, ]2'. 
Diameter of top globe,. 16" ; fitter, S 



ff 



Code Word — Bluehod 

Diameter of side globes, 12"; fitters, 6 
Base, 17" square. 
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Design 10104 

Height to bottom of top globe. 12'. 
Diameter of top globe, 16" ; fitter, S". 



Code Word — Bluefux 

Diameter of lower globes. 12"; fitters. 6" 
Base, 17" square. 
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Design 10078 

Height to bottom of top globe, 12' 6 
Diameter of top globe, 16" ; fitter, 8 
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Code Word — Bluewun 

Diameter of lower globes, 12"; fitters, 6 
Diameter of base, 19". 
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Design 10133 

Height to bottom of top globe. 12' 6" 
Diameter of top globe, 16" ; titter, S" 



Code Word! — Bluemud 

Diameter of lower globes, 12"; fitters. 6 
Diameter of base, 19". 
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Design 10075 

Height to bottom of top globe, ] 2' 6". 
Dinnieter of top globe, 16" ; fitter, S" 



Code Word — Bluewet 

Diameter of lower globes, 12"; fitters, c". 
Diameter of base, 19". 
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Lamp Standards. Design 1007.-,, installed in front of moving picture theater, 

Cincinnati. Ohio. 
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Night View 



Lamp Standards. Design 10012, installed in tmnt of moving picture theater, 

Cincinnati, Oliio, 

23 




V 



r f 



<^V//'-■■ ^-o^)^/;'- 




ELECTRIC RAILWAV 



CINCINNATI, 




EQUIPMENTCOMPANV 



OHIO-U-S -A. 











','* 






Design lOUS Code Word — Bluejut Design 10119 Code Word — Bluekar 

. Diameter of base, 20^" Base. IT" square. 

Ornamental columns for supporting G. E. "White Way" luminous arc lamps. 
Height, ground line to center of arc, 14' 6". 
CoUmins can also be furnished for residential or parkway lamps. 
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Design 10123 



Code Word — Rll-emvt 



Ornamental coluinits fur supporting G. E. "WMiiLc Way" Inmiiions arc lainps 
Height, ground line to center of arc. u' (j". 
Diameter of base, 2014", 

Colimiiis tan also be furnished for residential or parkway lamps. 
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DESCRIPTION OF 

Patented Wire-Lock Swedge Joint 

and Tubular Poles 

WE wish to call attention to our Iron and Steel Tubular Poles for electric 
railway, electric lighting, also combination lighting and trolley poles, 
assembled with our well-known Patented Wire-Lock Swedge Joints. 

It is impossible for poles made np in this manner to telescope at the joints, 
either by overloading same or by the drop test. 

Also note that poles made up with this joint caliper the same diameter over 
the entire joint, which is as cylindrical as the tube of which the pole is composed, 
and the fact that as the metal of the outer tube is laid down on the inner tube it 
is thickei^ed the whole length of the joint and not stretched out and thinned, as in 
the ordinary manner of swedging under the hammer. Tlie edge of the outer tube 
at all joints is ciiamfkred so that water can not rust and corrode the pole at this 
point. . -■ • 

For weights, section lengths and sizes of tubular poles, also greatest safe load 
same will withstand, and deflection under given loads, see Tubular Pole and Pole 
Fitting Catalogue Xo. 15. 



Wrought-Iron or Steel Pipe 

Used in Manufacture of Poles 

Standard wrought iron or steel pipe is known to the trade by its nominal inside 
diameter, which, however, is not its actual inside diameter. A pipe known as five- 
incli pipe will measure 5.045 inches diameter inside, while an extra strong pipe \vill 
measure 4.813 inches diameter inside; the outside diameter of both styles being 
the same. 5.56o inches. 

For further information, see Pole Catalogue No. 16. 

The section combinations of pipe most frequently used in the manufacture of 
two-section poles are 6 x 5 and 7 x G inches for side or line poles, and 8x7 for 
corner or strain poles. For three-section poles, G x 5 x 4 or 7x0x5 inches for 
side or line poles, and 8x7x6 for corner or strain poles. 

The standard lengths of poles used in the United States are ?8 feet and :J0 feet. 
The standard joint insertion is 18 inches. 
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Patented Wire-Lock Swedge Joint 

which we use in the manufacture of 
all our iron and steel tubular poles 
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Design 10127 Code Word — Bluelop 

Railway pole equipped with ornamental base and bracket for supporting ornamental linninous 
arc amp. Standard pole 30 over all: 24' alwve ground line and C below ground line, 
bi/e of pole. 7 . G and o"; IS" swedged joints. 

Brackets and bases, however, can be furnished to fit any size railway pole 
bee page 35 for special top to be used with overhead wiring. 
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Design 10127-A Code Word- Bluelor 

RaiUvay pole equipped with ornamental base and, bracket for supporting ^r"^";^^"^^! ^^^^^^^^^^^ 
arc lamps. Standard pole, 30' o^xr all : rM' above ground line and belo\v giound line. 
Size of pole, 7", 6" and 5"; 18" swedged joints. , . ., , 

Brackets and bases, however, can be fiirnashcd to fit any size railway pole. 
See page :^5 for special top to be used with overhead wiring. 
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Design 10128 Code Word— Bluelus 

Railway pole equipped with orni^niental base and br;icket for supporting ornamental luminous 
arc lamp. Standard pole. ;]0' over all; 24' al)Ove ground line and ti' below ground line. 
Size of pole, 7", G" and 5"; l^s" swedged joints. 

Brackets and bases, however, can be furnished to fit any i'lzQ railway pole. 
See page 3o for special top to be used wiih overhead wiring. 
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Design 10128-A Code WonI — Bll'emad 

RaiUvay pole equipped with ornamenlal base and bracket for supporting ornamental luminous 
arc lamps. Standard pole, ;iO' over all; 24' above ground line and fi' below ground line. 
Size of pole, 7", ti" and 5"; IS" svvedged joints. 

Brackets and bases, however, can be furnished to fit any >izc railway poie- 
See page 35 for special top to be used with overhead wiring, 
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Design 10154 Code Word — Bluerus 

Railway pole equipped with ornamental base and bracket for supporting ornamer.tal luminous 
arc lamp. Standard pole. Mi' over all; 24' above ground line and 6' below ground line. 
Size of pole, 7", e" and 5"; IS" swedged joints. 

Brackets and bases, however, can be furnished to fit any size railway pole. 
See page 35 for special top to be used with overhead wiring. 
See page 34 for large cut of bracket. 
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Design 10154-A Code Word — Bluerum 

Railway pole equipped with ornamental base and bracket for supporting ornamental luminous 
arc lamps. Standard pole, 30' over all;, 24' above ground line and 6' below ground line. 
Size of pole. 7", 6" and 5"; IS" swedged joints. 

Brackets and bases, however, can be furnished to fit any size railway pole. 
See page 35 for special top to be used with overhead wiring. 
See page 34 for large cut of bracket. 
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Detail View of Bracket Design No. 10154. 

Xo. 1 — Porcelain insulator, and all parts of lamp above this point, furnished by General 

Electric Co. 
Xo. 2 — Removable cover plate which allows positive cutout to be mounted in bracket. 
Xo. 3 — Rings at end of chain for operating positive cutout. Cutout operated from street 

level by using small rod having hooked end. 

Xo. 4 — Clamp collars are made in two parts and can be furnished to fit any size street rail- 
way pole. 
Xo. 5 — Street raihvay pole. 

Adjustable feature of bracket permits lamp to remain vertical regardless of rake of pole. 
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Special InsuUUed Pok' Top. 

DcUiil \ii'\v iif special iiisnlaU'd puK' hip. s-huwinn' liow liiu- uii'i's aii- liriui.nlil iiiIh \i\>[v. 
rule tiip aiiil break ai'iii arc !liiM'iMi.nhl\ iiisulau-il ftami liilnilar puK- li\' Ircait-'il wonnlcn plnn, 

This an'anf^cnu'iil is iwaMiiiiu'tiiU'd w Ikm\' \viros arc iini lain iiiulcr^i'iMiiiil ; can lu' iim'i! willi 
any lypf cunilniiialinti r,'iilwa\' and li;;liliiiLi pcli-s sliuwti in llils cataln^nr. 

Design 10192 Cdtlr \\'-Mil, Itii'Ki'iNii Tui poll' wiili :i" lop. 

'* 10192-A — L\nU' Wonl. I !i i'KKII. — lur puir willi l" mp, 
" 10192-B - Coilc ^\'llnl, I !i rri't m fur pnjr willi .V Inp 

" 10102-C - I'oili' W'nrd. I!i TKi'li' ■ fur pull- willi r>" I'lp 
" 101Q2-D e'lHlc Word. lii.PKi'i/ ftir pidc willi 7" top. 



i 



I 



;i.5 



¥ 



-.N^^'■■^-;^^^U4^--' 




ELECTRIC RAILWAV 



CINCINNATI, 




EQUIPMENTCOMPANV 



OHIO-U-S -A. 




I 

'- I 



■( 





Code Word — Bll'ei'ex 



Design 10046 
Combination railway and ligliting pole 

gze ot pole. 7 , 6 and 5 ; IH" swedged joints 

SefdV't.^rnf r'f^'' '^^^^-^ver. can be furnished to fit any size railway pole, 
bee detail of hghtmg tixture, page 38. 
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Design X0015 
Combination railway and lighting pole. 



Code Word — Blvegl-m 



Standard pole, .'iO' over all; 24' above ground line and li below ground line. 
Size of pole, T", O" and 5"; is" swedged joints. , . ., , 

Fixture-^ and bases, ho'wever. can be furnished to ht any size radway pole, 



See detail of lighting hxture. page 3S. 
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Detail View of Lighting Fixture, Design 10015, 
showing hinged arms and top raised to facilitate \viriii<^. 



SpHt center fitting. 

Openings for wires, arranged to prevent 

■water entering center. 

JBolts clamping split center together. 

Set screws for leveHng arms. 

Bolt for attaching arm to top of center. 

permitting arm to be raised for ease in 



G — Upper half of split center having water- 
proof joints. 

7 — Vi" pipe nipple. 

S — Globe holder or fitter to take 13x6" 
globe. 

9 — Opening in lighting arm for wires. 



wiring, 
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Detail View of Ligliting Fixture, Design 10036. 
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4 



Split center fitting for supporting light- 
ing; arms. 

Opening in center fitting to set opposite 
holes drilled in pole so wires may be 
broug-ht out to lighting arms. 
Bolt far clamping two halves of split 
center fitting together. 
Set screw for leveHng arms. 



5 



7 
S 
9 



Holding- lug cast on arm to engage cen- 
ter fitting, permitting arms to be raised 
for ease in wiring. 
Watertight cover plate. 
Set screw^ 

Globe holder to take 12 n 6" globe. 
Street railway' pole. 
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Design 10036 — Two-Arm Code Word — Bluemetter 

Combination railway and lighting pole. 

Standard pole. liO' over all : 24' above ground line and G' below ground line 
Size of pole. 7". G" and r,"; IS" s-\veaged joints. 

Fixtures and bases, however, can be furnished to fit anv size railway pole 
See page ?>o for special top to be used with overhead wiring 
See page Titt for large cut of lighting fixture. 
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Design 10036 — Four- Arm Code Word — Blue.met 

Combination railway and lighting pole. 

Standard pole, 30' over all ; 24' above ground line and 6' below ground line 

Size of pole, 7", 6" and 5" ; 18" swedgcd joints. 

Fixtures and bases, however, can be furnished to fit any size railway pole 

See page 35 for special top to -be used with overhead wiring. 

See page 39 for large cut of lighting fixture. 
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Design 10100 Code Word— Bluefax 

Height from ground line to lamp. IT/. 
Size of pole, H" pipe. 
Crook, V/4" pipe. 24" spread. 
Base, 3' 0" above ground line. 
Ground extension, 30". 



Design 10100-A Code Word — Bluefam 

Height from ground line to lamp, 15'. 
Size of pole. :^" pipe. 
Crooks, V4" pipe, 24'* spread. 
Base, :i' G" above ground line. 
Ground extension, 30". 
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Design 10100-B Code Ward— Bluefate 

Height from ground lin^e to lamp. 15'. 
Size of pole. 3" pipe. 
Crooks.^ 1^4" pipe, 24" spread. 
Base, 3' r>" above ground line. 
Ground extension. 30". 



Design lOlOO-C Code Word — Br.fEFAD 

Height from ground line to lamp, 1.5'. 
Size of pole. 3" pipe. 
Crooks, V/i" pipe, 24" spread. 
Base, ^' 6" above ground line. 
Ground extension, 30", 
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Design 10017 

Height, ground line to lamp hook, 30'. 

Shaft, 4" standard pipe. 

Crooks, 2" standard pipe ; 36" spread each crook. 



N 



Cude Word — Bluehed 

Base, 9' 3" above ground line. 

Ground extension, 4' 6" 
Base door, 4"x S". 
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Design 10018 Code Word — Bluehim 

Height, ground line to lamp liook, 20'. 
Shaft, 4", a", 3/2" or 5", 4", 3" pipe. 
Crook, 2" pipe ; 36" spread. 
Base, 3' 6" above ground line. 
Ground extension, 30". 



Design 10021 ' Code Word — Bluejak 

Height, ground line to lamp hook, 20'. 
Shaft, 4" and :i" pipe. 
Crook, 2" pipe ; 24" spread. 
Base. 3' 6" above ground line. 
Ground extension, 30". 
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Design 10022 

Height, ground line to lamp hook, 20' 
Shaft, 4" and 3" pipe. 



Code Word — Blltejet 

Crooks.^ 2"^ pipe ; 24" spread of each crook, 
Rase, 3 G" above ground line. 
Ground extension, 30". 
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Design 10023 

Height, groiind line to lamp hook, 20' 
Shaft. 4" and 3" pipe. 



Code Word — BuuEjiG 

Crooks. 3" pipe; 24" spread of each crook, 
Base, :i' 6" above ground line. 
Ground extension, 30". 
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Design 10024 

Height, ground line to lamp hook. 20' 
Shaft. 4" and 3" pipe. 



Code Word — Bluejot 

Crooks. 2" pipe; 24" spread of each crook 
Base, 3' 6" above g^rouiid line. 
Ground extension, 30". 
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Design 10025 



Codie Word — Bi.UEjUG Design 10026 Code Word — Blvekat 

Length of pole, 24' above ground line, 6' below ground line. 
Size of pole. 7" pipe, 21' ; fi" pipe, 10' 6" ; is" swedged jomts. 
Crook, 2" pipe, ?,6" spread. 
Lamp fixtures can be furnished for any size railway pole. 
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Design 10027 Code Word — Blueken 

Length of pole, 24' above ground line, 6' below ground line 
Size of pole, 7" pipe. 21'; G" pipe, lO' 6"; is" swedgcd joints. 
Crooks, 2 pipe, 36" spread. 
Lamp fixtures can be furnished for any size railway pole. 
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Code Word — Blueket 

i^ti,"ii. v^. p— 24' above ground line, r/ below ground li 
Si7e°of pole. 7"'pipe. 21': 6" pipe, lO' O" ; 18" swedged joi 



Design 10028 

Length of pole, 24' above ground line, r/ below grounfl Ime. 
Sizeof pole. 7"pipe. 21': 6" pipe, lO' ; 18 swedged jonits. 

Crooks, 2" pipe, 3(i" spread. . 

Lamp fixtures can be furnished for any size railway pole. 
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Design 10047 Code W'ord — ELUEpip 
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Design 10048 Code Word — Rlcetot 



Lengili of pole. 'S0\ ^^ Crook. 2" pipe. 24" spread. 

Size of pole, 7", 6" aud 5" sections; lb" swedged joints. 



52 



_- > 



■S^^- ^-<i^^' 




\C RAILWAY 



CINCINNATI, 




EQUIPMENT COMPANY 



HIO-U-S -A 




■vine 




i 



Design 10049 



Design 10050 Code AVord — Bluequat 



Code Word — Bluepun 

Length of pole, :^0'. Crooks, 2" pipe, 24" spread. 

Size of pole, 7", ti" and r/' sections; 18' swcdged joints. 
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Design 10144 
Cf'dr Word — OliMANN 

Drngui) Rrr.cki.-t for Maniing Arc Lamp 
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Design 10145 

Code W'lird — OuMOTi 

Dragon Rracket for Ma;;<Ia Lamps. 
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Ornamental Brackets for Series and Multiple Lighting Circuits 

Standard lengtli, 4'. 
IW pipe. 
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Design 10051 



Code Word — Blueouen 



Bracket for high-tension exterior wiring. 
20" Radial M'ave Reflector. 




Design 10052 



Code Word — Bluequit 



Bracket for high-tension interior wiring, 
20" Radial Wave Reflector. 
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Ornamental Brackets for Series and Multiple Lighting Circuits 

Standard lungtli, i'. 
1J4" pipe. 




Design 10053 



Code Word — Bluequoin 



Brackt't for 111.5-11-101151011 interior wiring. 
14" enameled steel hood and reflector- 
Porcelain nisulators. 




Design 10054 Code Word — Bluerat 

Same as Design 1005a, but himislied with different style of insulator ar 
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Ornamental Brackets for Series and Multiple Lighting Circuits 

Standard length. 4'. 
V4" pipe. 





Design 10055 



Code Word — Bllerex 



Bracket for high-tension exterior wiring. 
20" Radial Wave Reflector. 




Design 10056 



Code Word — Blcerid 



Bracket for high-tension interior wiring. 
20" Radial Wave Reflector. 
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Ornamental Brackets for Series and Multiple Lighting Circuits 

Standard length, 4'. 
1J4" pipe. 




Design 10057 



Code Word — Rluekot 



Bracket fur high-tension exterior wiring. 

h" enameled steel hood and retlcctor. 

Porcehiin insulatovs. 




Design 10058 Code Word — Hi.rERUT 

Same as Design 100.:i7, but furnished wilh different style of insulator 



arm 
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Code Word — Blue^ac 



Goose-neck bracket, adapted for liig'h-tension exterior wiring. 

^" pipe. Standard length, 4'. 
Brackets can be furnished complete with 14" enameled steel hood and reflector 

or radial Avave reflector. 
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Design 10060 



Code Word — BlurselT 



Same as Design ]0f)o9, but furnished with different style of insulator arm 
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Design 10061 



Code Word — Bluesin 



Plain mast arm for attachment to woodfii poles; lamp-supporting pulley on end, 

AH mast arms provided with wind brace rods. 

State length of arms when ordering. 

Size pipe, 1'4". 




Design 10062 Code Word — Ri.ueson 

Same as Design lOOfil, hnt furnished with ornamental scroll, 
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Code Word — Bll-esu^[ 



Plain mast arm for attachment to iron poles: lamp-supporting pulley on end. 

All mast arms provided with wind brace rods. 
State length of arm and size of poles when ordering. 

Size pipe, xYi" . 




Design 10064 Code Word — Bluetan 

Same as Design ]0063, but fnrniished with ornamental scroll. 
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